
DN 50 - DN 500 ∙ PN 10
TYPE AK

Pressure 
max. 10 bar

BUTTERFLY VALVE

Temperature
max. 180ºC
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Industrial burners

Steel industry

Energy recovery



DN Ø A Ø B C D K Q DIN EN 
ISO 5211 Ø d SW F Weight [kg]

Torque (Nm)

breakaway torque Max. permitted

PN10 PN6

50 50 104 125 72 43 25 F 07/10 14 11 17 1,5 11 9 75

65 65 124 135 80 46 46 F 07/10 14 11 17 1,9 17 13 75

80 80 140 140 90 46 66 F 07/10 14 11 17 2,3 22 20 75

100 100 162 150 115 52 86 F 07/10 16 11 17 2,7 48 44 92

125 125 190 165 130 56 116 F 07/10 16 11 17 3,3 77 67 257

150 150 215 185 150 56 140 F 07/10 20 14 16 4,3 144 138 454

200 200 272 215 180 60 192 F 10 24 17 19 6,9 - 149 475

250 250 324 240 210 68 243 F 10 24 17 19 9,9 - 297 510

300 301 374 265 240 78 289 F 10 30 22 23 13,9 - 308 930

350 342 430 300 270 78 331 F 12 30 22 23 17,6 455 (PN 3) 930

400 388 485 335 300 102 379 F 12 40 27 36 28,8 550 (PN 3) 1600

500 490 585 360 340 127 470 F 12/14 40 27 36 41,2 675 (PN 3) 1600
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TYPE AKDN 50 - DN 500 ∙ PN 10

TECHNICAL DATA

SERIES 042

Q

K

C
D

Ø B

Ø A

PN 10

Technical data changes and developments reserved.

BODY
EN-JS 1049 with  

epoxy resin coating

SHAFT LINING
Epoxy resin-/PTFE-socket  

with inner and outer
NBR/FPM-O-rings

SHAFT 
1.4021

DISC
EN-JS 1049 E-CTFE coated  

1.4301, 1.4408, 1.4410, 1.4571

LINING
NBR, EPDM, FPM, VMQ, CSM, IIR
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Data may vary depending on product specification.

DIN EN ISO 5211

SW


