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No.: 968/FSP 2958.00/25

Product tested Butterfly Valves for gases Certificate Herberholz GmbH
holder Pregelstr. 6
58256 Ennepetal
Germany
Type designation AK/SSK-H2 (Series 044) Smart Secure H2 Edition DN 50 - DN 300
Codes and standards DIN EN 161:2024-02
Intended application Automatic shut-off valve for use with gaseous hydrogen up to 100 Vol.-%,

Designed as a butterfly valve for installation between two flanges,

with pneumatic 90° quarter-turn actuator with closing spring,

with quick-closing characteristics.

Controlled by 3/2-way solenoid valve in the compressed air line

Can be used as a control valve (modulating valve) with corresponding control via
optional positioner

Blow-out-proof actuator shaft

Specific requirements The instructions of the associated Installation and Operating Manual shall be
considered.
The devices meet the requirements of DIN EN 161 up to a maximum operating
pressure of 5 bar.
To ensure conformity with DIN EN 161, a strainer with a mesh size < 1.5 mm must
be fitted externally upstream of the device.

Valid until 2030-09-16

The issue of this certificate is based upon an examination, whose results are documented in Report No. 968/FSP 2958.00/25 dated
2025-09-12.
This certificate is valid only for products which are identical with the product tested.
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