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EU type examination certificate
EU-Baumusterpriifbescheinigung CE-0085DP0688

Field of Application
Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product description
Produktbezeichnung

Model
Modell

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

¢ Date of Expiry / File No.
- Ablaufdatum / Aktenzeichen

09.01.2025 Cat A-1/2

Product Identification No.
Produkt-ldentnummer

EU Pressure Equipment Directive (2014/68/EU)
EU-Druckgeréterichtlinie (2014/68/EU)

Herberholz GmbH
Pregelstrale 6, D-58256 Ennepetal

Herberholz GmbH
PregelstraRe 6, D-58256 Ennepetal
Gas fittings: Shut-off valve for local gas distribution <= PN 16 (4313)

Shut-off valve for local gas distribution for installation between flanges
(wafer type)

Baureihe 045 AK/DVGW-H2 / Smart H2 DVGW Edition

Type testing: 24-00370-AB01-368 from 14.10.2024 (EBI)

2014/68/EU A Il B Baumusterprifung (15.04.2014)
DIN EN 13774 (01.05.2013)
DVGW CERT ZP 4110 (26.02.2024)

14.10.2034 / 24-0667-GDE

DVGW CERT GmbH
Zertifizierungsstelle

Date, Issued by, Sheet, Head of Certification Body Josef-Wirmer-Str. 1-3
Datum, Bearbeiter, Blatt, Leiter der Zertifizierungsstelle 53123 Bonn

DVGW CERT GmbH - notified by the government of the Federal Republic of Tel. +49 228 9188 - 888
Germany and officially registered by the European Commission for conformity Fax +49 228 9188 - 993

assessment of pressure equipment

www.dvgw-cert.com

DVGW CERT GmbH - von der Deutschen Bundesregierung benannte und info@dvgw-cert.com
von der Europédischen Kommission offiziell registrierte Stelle fiir die

Konformitétsbewertung von Druckgeréten



A-212 CE-0085DP0688
Gas Category Remarks
Gasart Bemerkungen

Fuel gases according to G
260

Type Technical Data Remarks

Typ Technische Daten Bemerkungen

AK/DVGW-H2 / Smart H2 Nominal diameter: 50 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

AK/DVGW-H2 / Smart H2 Nominal diameter: 65 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

AK/DVGW-H2 / Smart H2 Norninal diameter: 80 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

AK/DVGW-H2 / Smart H2 Nominal diameter: 100 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

AK/DVGW-H2 / Smart H2 Nominal diameter: 125 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

AK/DVGW-H2 / Smart H2 Nominal diameter: 150 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

AK/DVGW-H2 / Smart H2 Nominal diameter: 200 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

AK/DVGW-H2 / Smart H2 Nominal diameter: 250 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

AK/DVGW-H2 / Smart H2 Nominal diameter: 300 for H2-applications max. allowable
DVGW Edition Max. allowable pressure PS: 10 bar pressure = 9 bar

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen

Ambient temperature range: -15 °C to 60 °C
Connection: wafer type body for flanges acc. to DIN EN 1092
Face to face dimension acc. to DIN EN 558-1-R20
Body material: EN-JS 1020, EN-JS 1049 with exopy coating
The shut-off valves are suitable for any admixture of hydrogen (H2) to natural gas up to 100 vol.% hydrogen in accordance

with DVGW ZP 4110.
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10/222 12. 12 E A4 ® TUV, TUEV and TUV are registered trademarks. Utilisation and application requires prior approval.

No.: 968/FSP 2958.00/25

Product tested Butterfly Valves for gases Certificate Herberholz GmbH
holder Pregelstr. 6
58256 Ennepetal
Germany
Type designation AK/SSK-H2 (Series 044) Smart Secure H2 Edition DN 50 - DN 300
Codes and standards DIN EN 161:2024-02
Intended application Automatic shut-off valve for use with gaseous hydrogen up to 100 Vol.-%,

Designed as a butterfly valve for installation between two flanges,

with pneumatic 90° quarter-turn actuator with closing spring,

with quick-closing characteristics.

Controlled by 3/2-way solenoid valve in the compressed air line

Can be used as a control valve (modulating valve) with corresponding control via
optional positioner

Blow-out-proof actuator shaft

Specific requirements The instructions of the associated Installation and Operating Manual shall be
considered.
The devices meet the requirements of DIN EN 161 up to a maximum operating
pressure of 5 bar.
To ensure conformity with DIN EN 161, a strainer with a mesh size < 1.5 mm must
be fitted externally upstream of the device.

Valid until 2030-09-16

The issue of this certificate is based upon an examination, whose results are documented in Report No. 968/FSP 2958.00/25 dated
2025-09-12.
This certificate is valid only for products which are identical with the product tested.

KNOIT

Kéln, 2025-09-16

LN

Certification Body Safety & Security for Automation & Grid DipI.-Ingw. (FH) Wolf Riickwart

www.fs-products.com

www.tuv.com A TUVRheinland®

Precisely Right.

TUV Rheinland Industrie Service GmbH, Am Grauen Stein, 51105 K&ln / Germany

Tel.: +48 221 B06-1790, Fax: +49 221 806-1539. E-Mail: industrie-service @de.tuv.com



